
przewody grzewcze samoregulujące INGRADO

PRZEWODY SAMOREGULUJĄCE

– Moce o wartościach między: 10 a 60 W/m i w zakresie temperatur pracy 
między: -300C a 2000C

– Napięcie zasilające 220/240V (120V na zamówienie)
– Przewody  dostępne  z  następującą  izolacją  ochronną:  metalowy  ekran 

ochronny i/lub izolacja zewnętrzna z fluoropolimerów
– Elementy dostępne na szpuli lub w określonych odcinkach
– Szeroka  gama  akcesoriów:  zestaw  izolacyjny,  listwy  podłączeniowe, 

termostaty itd
– Certyfikaty i licencje: Semko, Kema (EX-98.E.2078U) i VDE
– Odbiory techniczne wg norm EN 60335-1 i EN 50106

SELF-REGULATING HEATING TAPES

– Specific power values between 10 and 60 W/m temperature fields between - 
300C and 2000C

– Input voltage 220/240V (120V on request)
– The elements can also be produced with protective coverings:  metal braid 

and/or external sleeve fluoropolymer
– The elements can be delivered in meter coils or wired version
– Wide range of accessories: connection kits,  connection boxes, thermostats, 

etc...
– Certificates and licenses: Semko, Kema (EX-98.E.2078U) and VDE
– Tests according to EN 60335-1 and EN 50106 standards

Seria 1: przewód umieszczony na radiatorze
Seria 2: przewód umieszczony na wolnym powietrzu
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